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24-inch pipes.  This change would decrease the calculated 100-year flood elevation to 903.5 MSL 
without causing negative effects upstream or downstream.   

5.3.1.3 5516 & 5520 Dundee Road (HL_25) 

West of 5516 and 5520 Dundee Road, a depression area is located that collects stormwater during 
precipitation events.  Due to past flooding problems, a lift station was installed in this backyard area 
to pump stormwater east to Dundee Road, where the stormwater flows southward down Dundee Road 
until it reaches the gravity storm sewer system.  The current lift station has a pumping capacity of 
approximately 150 gpm.  For the XP-SWMM analysis, the available storage volume in the backyard 
depression area and the elevation at which the pump turns on/off were based on the 2-foot 
topographic data.  Based on this information, the calculated 100-year frequency flood elevation is 
897.2 MSL.  This elevation is higher than the surveyed low house elevations for 5516 and 5520 
Dundee Road, 894.26 MSL and 895.67 MSL, respectively. 

Comparison of the field survey data with the 2-foot topographic data leads to uncertainty of the 
accuracy of the topographic information in this area.  It is recommended that a detailed field survey 
be performed to determine the accuracy of the topographic data and storage assumptions in this area.  
If it is determined that the topographic data used was accurate, it is recommended that additional 
pump capacity be added to the lift station to prevent the structures at 5516 and 5520 Dundee Road 
from incurring flood damage.  Another option to alleviate flooding in the backyard depression area is 
to create a positive overland flow swale toward the pond that is located approximately 400 feet north 
of the 5516 Dundee Road property.  Based on the 2-foot topographic data, the overland flow swale 
would begin near the property line between 5516 and 5512 Dundee Road. 

5.3.1.4 505, 509, & 513 Tyler Court (ML_19) 

An inundation area is located east of the homes along Tyler Court, south of Maloney Avenue and 
west of Arthur Street.  Stormwater runoff from a drainage area of approximately 29 acres discharges 
into this dry basin.  A 24-inch storm sewer system drains this area.  The 24-inch system flows south 
and west to Arthur Street, then south to the intersection of Arthur Street and Waterman Avenue.  At 
this intersection, the pipe flowing east toward Mirror Lakes is reduced to an 18-inch pipe.  Due to the 
restricted pipe capacity at Arthur Street and Waterman Avenue, flow in the system draining the dry 
basin reverses during intense rainfall events such as the 100-year frequency event, and the basin is 
inundated. During the 100-year frequency storm event, the dry basin reaches a flood elevation of 
936.6 MSL.  This flood elevation is considerably higher than the low house elevations at 505, 509, 
and 513 Tyler Court, surveyed at 932.9 MSL, 933.1 MSL, and 934.07 MSL, respectively.  To 
alleviate a portion of the flooding problem, it is recommended that the 18-inch pipe flowing east 
from the Arthur Street and Waterman Avenue intersection be upgraded to a larger pipe.  By 
upgrading to a 24-inch pipe, runoff from Waterman Avenue and Arthur Street will not back up into 
the dry pond and the 100-year frequency flood elevation of the pond would decrease to 934.7 MSL.  
To further alleviate the flooding problem, it will be necessary to perform a more detailed analysis on 
the system that drains the backyard inundation area. 
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5.3.1.5 6009 Leslie Lane (MD_22) 

A backyard depression area exists between the properties on the south side of Leslie Lane and north 
side of Kaymar Drive.  The depression area collects stormwater from a drainage area of 
approximately 6.4 acres.  A 15-inch storm sewer system extends southward into the backyard 
depression area from Leslie Lane, collecting stormwater from the low area, and continues to the west 
toward Jeffrey Lane.  This system eventually connects with the Blake Road system at the intersection 
of Blake Road and Kaymar Drive.  During the 100-year frequency storm event, flow is restricted in 
the 15-inch system and water pools in the backyard depression area behind 6009 Leslie Lane.  The 
predicted 100-year frequency flood elevation in this area is 916.7 MSL.  Based on the 2-foot 
topographic data, it appears that this flood elevation will impact the structure at 6009 Leslie Lane.  
To alleviate the backyard flooding and prevent property damage at 6009 Leslie Lane, it is 
recommended that the 15-inch pipe draining the backyard depression and the downstream 18-inch 
pipe be upgraded to 24-inch diameter pipes.  This would result in a predicted 100-year frequency 
flood elevation of 915.8 in the backyard depression area.   

5.3.1.6 5316 Schaeffer Road (MD_28) 

A small, 0.5-acre stormwater detention pond is located just northwest of the intersection of Schaeffer 
Road and Parkwood Road.  The outlet to the pond is a 12-inch system that drains south to Parkwood 
Road and then east toward Blake Road.  During the peak of the 100-year frequency storm, the flow in 
the 12-inch system is reversed and all the stormwater from subwatershed MD_28 and MD_48 flows 
into the pond.  As the water elevation of the pond increases to an elevation of approximately 
938 MSL during storm events, water will overtop Schaeffer Road and flow east through a drainage 
swale that leads to another stormwater detention basin.  However, before the flood water from the 
pond overtops the road, the pond will extend well into the yard of 5316 Schaeffer Road, encroaching 
upon the structure.  The 100-year frequency flood level of the pond is 939.0 MSL.  Although based 
on the 2-foot topographic data it appears that the structure at 5316 Schaeffer Road will not be 
affected by a 100-year rainfall event, it is recommended that an overflow across the road be 
maintained or slightly lowered during any future road improvement projects in this area. 

5.3.1.7 Fountain Woods Apartments (NMN_90 & NMN_23) 

The NMN_90 subwatershed encompasses an area of approximately 3 acres.  The subwatershed 
includes the townhomes on Wellesley Place north of Vernon Avenue and a portion of the Fountain 
Woods apartment complex.  The low spot in the watershed is located in the southwest corner of the 
Fountain Woods parking lot, near the parking entrance/exit for buildings 6650 and 6710.  During the 
100-year frequency storm event, stormwater pools in this area, reaching a flood elevation of 
876.6 MSL.  Field survey data indicates that this flood elevation will impact the two garage entrances 
for buildings 6650 and 6710, both recorded at 872.1 MSL. 

The Fountain Woods Apartments drainage system is a privately maintained drainage system.  It is 
recommended that the owners of the apartment complex be notified of this potential problem and 
recommend that they may wish to make modifications to their system to alleviate potential flooding 
problems. 
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5.3.2 Construction/Upgrade of Water Quality Basins 

Results of the water quality modeling in the Nine Mile Creek- North drainage area indicated that the 
annual removal of total phosphorus from several ponds was predicted to be below the desired 
60 percent removal rate, under average year conditions.  For those ponds with total phosphorus 
removal below 60 percent, the permanent pool storage volume was analyzed to determine if 
additional capacity is necessary.  The ponds that exhibited deficiencies in total phosphorus removal 
and permanent pool volume are listed below, along with recommended pond upgrades. 

5.3.2.1 MD_15 

Pond MD_15 is located just north of the 5904, 5908, and 5912 Sun Road properties, south of Amy 
Drive.  The pond receives runoff from an area of approximately 25 acres.  Pond MD_15 outlets to the 
storm sewer system along Sun Road via a 18-inch RCP pipe.  The pond is a Type 5 wetland and was 
assumed to have an average depth of 4 feet.  Based on this depth assumption and the pond area from 
the 2-foot topographic information, the current permanent pool storage was calculated to be 1.1 acre-
feet.  Based on the MPCA recommended storage volume for detention basins, Pond MD_15 is 
deficient in permanent pool storage volume.  It is recommended that an additional 0.3 acre-feet of 
dead storage volume be provided to meet the MPCA design criteria for detention basins. 

5.3.2.2 NMN_27 

Pond NMN_27 is located northeast of the T.H. 62 and T.H. 169 intersection.  The pond is south of 
Langford Court, directly east of Lincoln Road and northwest of Waterford Court.  The pond receives 
runoff from an area of approximately 37 acres, including drainage from T.H. 169 and Lincoln Drive.  
The pond is a Type 5 wetland and was assumed to have an average depth of 4 feet.  Based on this 
depth assumption and the pond area from the 2-foot topographic information, the current permanent 
pool storage volume was calculated at 1.7 acre-feet.  In comparison with the calculated MPCA 
recommended storage volume for Pond NMN_27, there is not an adequate amount of permanent pool 
storage in this basin.  It is recommended that an additional 1.4 acre-feet of dead storage volume be 
provided to meet the MPCA design criteria for detention basins. 

5.3.2.3 NMN_24 

Pond NMN_24 is located between Waterford Court and Habitat Court, downstream and to the 
southeast of Pond NMN_27.  The pond receives runoff from a 5-acre watershed.  The pond is a 
Type 4 wetland and was assumed to have an average depth of 2 feet.  Based on this depth assumption 
and the pond area from the 2-foot topographic information, the current permanent pool storage 
volume was calculated to be 1.7 acre-feet.  This permanent pool storage volume is greater than the 
MPCA recommended storage volume for detention ponds.  However, because the water quality 
modeling results indicate that the total phosphorus removal in Pond NMN_24 is below desired 
removal levels, it is recommended that the depth of the pond be increased to 4 feet to improve 
removal efficiency. 
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5.3.2.4 NMN_49 

Pond NMN_49 is a sedimentation basin located directly west of the 5521 Malibu Drive property.  
The sedimentation basin receives runoff from a watershed of approximately 6 acres, in addition to 
incoming flows from the upstream sedimentation basin (NMN_48).  Pond NMN_49 discharges into 
the North Fork of Nine Mile Creek.  Based on storm sewer information from the City, a 2-foot 
average depth was assumed.  Based on this depth assumption and the pond area from the 2-foot 
topographic data, the current permanent pool storage volume was calculated to be 0.14 acre-feet.  In 
comparison with the calculated MPCA recommended storage volume for Pond NMN_49, there is not 
an adequate amount of permanent pool storage in this basin.  It is recommended that an additional 
0.2 acre-feet of dead storage volume be provided to meet the MPCA design criteria for detention 
basins. 

5.3.2.5 MD_3 

Pond MD_3 is located in Bredesen Park, directly east of the parking area off of Olinger Boulevard.  
Pond MD_3 receives runoff from a 48-acre watershed, in addition to discharges from ponds MD_15 
and MD_13.  The pond is a Type 5 wetland and was assumed to have an average depth of 4 feet.  
Based on this depth assumption and the pond area from the 2-foot topographic information, the 
current permanent pool storage volume was calculated at 4.7 acre-feet.  This permanent pool storage 
volume is greater than the MPCA recommended storage volume for detention ponds.  However, 
because the water quality modeling results indicate that the total phosphorus removal in Pond MD_3 
is below desired removal levels, it is recommended that the pond be excavated to remove 
accumulated sediment and increase the pond depth to improve the removal efficiency of total 
phosphorus. 
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Table 5.2

Watershed ID

Total Area   
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Total Volume 

Runoff (ac-ft)

Peak Runoff Rate 
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Total Volume 

Runoff (ac-ft)

HI_1 38.6 40 195.8 18.8 90.5 3.7

HI_10 40.6 19 190.6 14.5 68.5 2.3

HI_11 3.5 20 19.7 1.2 10.3 0.2

HI_12 15.7 20 84.3 8.2 39.9 1.6

HI_13 26.7 24 140.3 10.5 61.7 1.9

HI_14 4.6 20 25.8 1.6 12.7 0.3

HI_15 10.4 20 54.7 3.7 22.3 0.6

HI_16 9.5 20 39.7 3.3 13.6 0.5

HI_17 6.2 14 30.0 2.6 10.6 0.5

HI_18 21.3 11 91.8 10.0 29.2 1.7

HI_19 4.5 10 21.6 1.8 6.7 0.3

HI_2 4.2 18 24.1 1.6 14.2 0.3

HI_20 18.4 11 80.0 9.4 26.4 1.7

HI_21 2.7 13 15.7 1.4 9.8 0.3

HI_22 2.2 25 12.8 1.1 10.5 0.2

HI_3 8.4 20 44.9 3.2 19.2 0.6

HI_4 11.0 18 55.8 3.9 20.6 0.6

HI_5 8.0 30 45.8 4.2 28.8 0.8

HI_6 9.5 20 52.9 5.0 27.3 1.0

HI_7 8.5 20 42.1 3.0 15.7 0.5

HI_8 10.9 20 56.8 3.9 22.6 0.6

HI_9 7.9 20 32.8 2.7 11.2 0.4

HL_1 25.5 40 142.3 11.3 79.8 2.3

HL_10 2.7 18 15.0 1.0 6.6 0.2

HL_11 30.5 16 105.4 10.4 33.3 1.4

HL_12 12.6 20 65.5 4.7 26.2 0.8

HL_13 2.2 34 12.4 0.9 9.5 0.2

HL_14 4.4 20 25.3 1.6 13.8 0.3

HL_15 0.8 20 4.3 0.3 3.2 0.1

HL_16 4.8 20 26.8 1.7 12.4 0.3

HL_17 1.3 20 7.7 0.5 5.2 0.1

HL_18 3.1 20 16.7 1.1 7.3 0.2

HL_19 1.1 20 6.5 0.4 3.6 0.1

HL_2 6.2 17 33.9 2.2 14.0 0.4

HL_20 4.5 20 23.1 1.6 9.1 0.3

HL_21 11.7 13 56.6 3.9 17.5 0.6

HL_23 4.4 20 24.4 1.6 10.9 0.3

HL_25 2.2 13 11.8 0.7 4.3 0.1

HL_26 9.0 20 46.3 3.4 19.0 0.6

HL_27 1.2 20 6.9 0.5 3.7 0.1

HL_28 5.6 37 31.7 2.5 18.7 0.5

HL_29 22.0 11 108.7 9.1 36.6 1.6

HL_3 6.8 20 28.7 2.4 9.9 0.4

Watershed Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage 

Basin (Revised 12/2006)

Watershed Information
10-Year Storm Results

1/2-Hour Event24-Hour Event

100-Year Storm Results
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Watershed Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage 
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Watershed Information
10-Year Storm Results

1/2-Hour Event24-Hour Event

100-Year Storm Results

HL_30 2.6 20 14.6 0.9 6.9 0.2

HL_31 6.9 16 35.9 2.4 13.1 0.4

HL_32 1.0 11 5.7 0.3 3.5 0.1

HL_33 4.3 24 24.5 1.6 13.8 0.3

HL_34 1.7 20 9.4 0.6 5.2 0.1

HL_35 5.0 21 28.6 1.9 15.7 0.4

HL_36 12.8 24 63.5 4.7 25.3 0.8

HL_37 4.6 17 25.8 1.6 11.8 0.3

HL_38 0.7 33 4.3 0.3 4.1 0.1

HL_39 16.0 23 84.8 5.9 36.6 1.0

HL_4 5.0 20 27.2 1.8 11.8 0.3

HL_40 18.6 21 100.2 6.9 43.6 1.3

HL_41 1.7 20 9.9 0.6 6.3 0.1

HL_42 11.1 20 62.3 4.0 29.3 0.7

HL_43 5.4 40 31.2 2.5 19.7 0.5

HL_44 2.4 44 14.0 1.2 11.4 0.2

HL_45 6.8 20 37.2 2.4 16.4 0.4

HL_46 4.3 20 24.4 1.6 11.8 0.3

HL_47 15.7 32 87.7 6.3 47.2 1.2

HL_48 4.6 48 26.8 2.0 20.0 0.4

HL_49 4.4 20 24.7 1.6 11.4 0.3

HL_5 1.8 17 10.3 0.6 5.2 0.1

HL_50 11.2 32 59.2 4.5 27.4 0.8

HL_6 3.3 20 18.5 1.2 8.9 0.2

HL_7 3.8 20 20.5 1.3 8.9 0.2

HL_8 14.0 23 66.3 5.1 25.3 0.8

HL_9 6.6 30 36.9 2.7 19.4 0.5

MD_1 33.3 67 117.5 14.7 53.8 3.7

MD_10 1.0 15 4.6 0.3 2.9 0.1

MD_11 6.9 2 24.5 1.8 7.5 0.3

MD_12 14.0 20 59.0 3.9 30.2 0.9

MD_13 12.3 31 66.8 5.0 33.0 0.9

MD_14 8.6 19 36.8 2.4 19.0 0.5

MD_15 6.7 28 34.1 2.7 14.8 0.5

MD_16 5.1 20 29.0 2.2 15.1 0.4

MD_17 6.6 20 26.7 1.9 13.2 0.4

MD_18 2.3 19 12.5 0.8 5.0 0.1

MD_19 5.2 24 28.8 1.9 13.4 0.3

MD_2 12.5 40 58.0 4.7 44.1 1.2

MD_20 13.4 20 65.3 4.8 24.4 0.8

MD_21 9.1 39 49.8 3.7 25.8 0.7

MD_22 6.4 20 36.0 2.5 18.4 0.5

MD_23 2.2 20 12.1 0.8 5.8 0.1
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Total Area   
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Area

Peak Runoff Rate 
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Total Volume 
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Watershed Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage 

Basin (Revised 12/2006)

Watershed Information
10-Year Storm Results

1/2-Hour Event24-Hour Event

100-Year Storm Results

MD_24 2.7 20 15.1 1.0 7.0 0.2

MD_25 7.9 49 45.0 3.5 28.4 0.7

MD_26 2.8 18 15.4 1.0 6.6 0.2

MD_27 20.1 20 104.6 7.1 41.3 1.2

MD_28 5.8 20 24.6 2.0 8.6 0.3

MD_29 11.5 16 53.5 3.9 18.0 0.6

MD_3 6.6 18 27.2 2.4 14.2 0.6

MD_30 1.9 20 10.7 0.7 6.0 0.1

MD_31 4.0 20 22.3 1.4 10.1 0.3

MD_32 4.5 20 18.0 1.6 6.1 0.2

MD_33 2.7 20 15.5 1.0 9.5 0.2

MD_34 3.0 20 12.0 1.0 4.0 0.1

MD_35 4.8 16 26.9 1.7 11.7 0.3

MD_36 7.0 15 39.5 2.5 18.9 0.5

MD_37 2.8 16 13.2 0.8 8.9 0.2

MD_38 6.1 20 26.6 1.7 14.2 0.4

MD_39 5.7 12 30.8 1.9 10.8 0.3

MD_4 13.7 51 77.7 6.7 47.2 1.4

MD_40 11.1 20 52.1 4.2 19.2 0.7

MD_41 8.4 20 47.2 3.3 23.9 0.6

MD_42 10.1 20 52.9 3.6 21.3 0.6

MD_43 8.8 20 42.6 3.1 15.8 0.5

MD_44 1.1 20 6.1 0.4 3.2 0.1

MD_45 7.8 20 37.0 2.7 13.5 0.4

MD_46 6.9 19 35.8 2.4 14.0 0.4

MD_47 5.2 28 29.2 2.0 15.0 0.4

MD_48 23.4 17 106.4 8.1 35.8 1.2

MD_49 5.1 18 22.7 1.6 12.7 0.4

MD_5 1.4 15 8.4 0.7 5.8 0.1

MD_50 53.3 63 174.4 22.8 77.5 5.6

MD_6 6.1 19 31.8 2.4 13.1 0.4

MD_7 7.9 27 40.3 3.0 17.2 0.5

MD_8 10.5 24 43.5 3.8 15.3 0.6

MD_9 4.6 20 24.7 1.9 11.1 0.4

ML_1 53.9 50 306.9 24.8 193.9 5.1

ML_10 6.7 20 36.4 2.4 15.8 0.4

ML_11 1.8 11 10.5 0.6 5.1 0.1

ML_12 4.2 18 20.5 1.5 7.2 0.2

ML_13 11.5 15 50.9 3.9 16.3 0.6

ML_14 0.9 20 5.0 0.3 3.5 0.1

ML_15 11.1 35 60.1 4.5 30.2 0.8

ML_16 8.1 52 45.1 3.7 25.8 0.8

ML_17 5.8 15 31.5 2.0 12.2 0.3
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Total Area   
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% Impervious 

Area

Peak Runoff Rate 
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Total Volume 

Runoff (ac-ft)

Peak Runoff Rate 

(cfs)

Total Volume 

Runoff (ac-ft)

Watershed Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage 

Basin (Revised 12/2006)

Watershed Information
10-Year Storm Results

1/2-Hour Event24-Hour Event

100-Year Storm Results

ML_18 14.1 15 77.9 4.8 31.1 0.8

ML_19 5.3 18 29.8 2.0 14.6 0.4

ML_2 13.1 32 73.3 5.2 39.4 1.0

ML_20 5.2 20 27.2 1.9 10.8 0.3

ML_21 16.6 14 75.1 5.6 23.7 0.8

ML_22 3.1 20 17.2 1.1 7.9 0.2

ML_23 0.9 20 5.3 0.3 3.5 0.1

ML_24 2.1 16 12.1 0.7 6.0 0.1

ML_25 4.3 20 24.2 1.5 11.8 0.3

ML_26 8.3 25 43.0 3.1 18.8 0.5

ML_27 2.9 12 15.7 1.0 5.3 0.2

ML_28 13.0 31 69.4 5.0 33.4 0.9

ML_29 4.3 19 23.9 1.5 11.2 0.3

ML_3 1.2 10 6.2 0.4 2.1 0.1

ML_30 10.7 18 56.3 3.7 21.9 0.6

ML_31 14.7 8 74.9 4.7 20.9 0.7

ML_32 3.8 61 22.4 1.9 21.8 0.4

ML_33 0.7 12 3.7 0.2 2.4 0.0

ML_34 7.4 26 40.0 2.9 19.3 0.5

ML_35 7.0 12 35.7 2.4 11.4 0.4

ML_38 8.0 10 39.1 3.6 13.1 0.6

ML_4 1.7 19 9.7 0.6 5.0 0.1

ML_40 13.7 13 68.0 6.3 25.1 1.2

ML_5 3.8 12 20.8 1.3 7.4 0.2

ML_6 3.5 21 18.9 1.2 8.4 0.2

ML_7 2.2 18 12.6 0.8 6.3 0.1

ML_8 8.7 17 46.7 3.0 18.3 0.5

ML_9 2.9 18 15.3 1.0 5.9 0.2

NMN_10 3.1 20 16.9 1.1 7.2 0.2

NMN_11 1.5 18 8.4 0.6 4.5 0.1

NMN_13 5.3 18 26.2 1.8 9.5 0.3

NMN_14 4.0 20 20.8 1.4 8.4 0.2

NMN_15 4.3 20 23.7 1.5 10.7 0.3

NMN_16 3.0 20 17.3 1.1 9.4 0.2

NMN_17 3.3 19 18.3 1.2 8.7 0.2

NMN_18 4.7 20 25.1 1.7 10.3 0.3

NMN_19 18.1 20 96.6 6.4 39.8 1.1

NMN_20 10.3 10 54.8 3.4 17.7 0.5

NMN_21 0.6 20 3.2 0.2 2.3 0.0

NMN_22 0.6 20 3.7 0.2 2.1 0.0

NMN_23 3.9 29 21.5 1.5 11.1 0.3

NMN_24 4.1 45 24.2 2.0 19.0 0.4

NMN_25 0.7 20 3.7 0.2 2.1 0.0

P:\Mpls\23 MN\27\23271072 Edina Water Resources Mgmt Plan Update\WorkFiles\QAQC Model for 

Pond\NineMILe_SWMM_hydraulic_output_2006UPDATE_final_NWL_verification.xls  NMN Runoff Results UPDATE

D R A F T



5

Table 5.2

Watershed ID

Total Area   
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Area

Peak Runoff Rate 
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Runoff (ac-ft)
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Watershed Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage 

Basin (Revised 12/2006)

Watershed Information
10-Year Storm Results

1/2-Hour Event24-Hour Event

100-Year Storm Results

NMN_26 6.2 20 34.3 2.2 16.1 0.4

NMN_27 2.6 40 14.8 1.1 12.2 0.2

NMN_28 6.7 30 34.6 2.6 15.2 0.4

NMN_29 0.6 21 3.3 0.2 2.6 0.0

NMN_3 1.4 19 8.3 0.5 6.5 0.1

NMN_31 4.0 30 21.5 1.6 10.2 0.3

NMN_32 25.6 68 138.9 12.9 67.3 2.7

NMN_33 7.4 32 38.8 2.9 17.3 0.5

NMN_34 2.9 30 16.5 1.1 12.6 0.2

NMN_35 5.4 18 30.8 2.2 16.8 0.4

NMN_36 9.0 20 49.4 3.2 21.5 0.6

NMN_37 13.3 20 71.9 4.7 30.2 0.8

NMN_38 36.1 19 142.0 12.5 47.1 1.7

NMN_39 8.1 18 44.2 2.8 18.2 0.5

NMN_40 3.9 78 22.6 2.0 18.9 0.4

NMN_41 9.3 72 52.9 4.8 30.9 1.0

NMN_42 11.0 79 55.3 5.8 23.1 1.2

NMN_43 12.8 20 70.1 4.6 30.4 0.8

NMN_44 6.1 20 28.8 2.1 10.5 0.3

NMN_45 2.9 19 16.1 1.1 7.3 0.2

NMN_46 2.5 17 14.2 1.0 7.0 0.2

NMN_47 3.6 20 19.9 1.4 8.9 0.3

NMN_48 0.4 0 2.5 0.2 2.0 0.0

NMN_49 0.9 14 5.2 0.4 2.5 0.1

NMN_50 17.8 27 94.7 6.7 43.8 1.2

NMN_51 0.8 20 4.8 0.4 3.5 0.1

NMN_52 0.3 44 2.0 0.2 2.5 0.0

NMN_53 0.6 58 3.7 0.3 3.9 0.1

NMN_54 2.4 49 14.2 1.1 12.6 0.2

NMN_55 4.7 32 26.6 1.9 14.7 0.4

NMN_56 8.0 15 43.2 2.9 16.6 0.5

NMN_57 2.9 17 16.2 1.1 8.1 0.2

NMN_58 4.8 20 25.1 1.7 9.9 0.3

NMN_59 3.5 50 20.4 1.6 17.2 0.3

NMN_61 8.3 20 45.8 3.0 20.4 0.5

NMN_62 11.2 23 59.5 4.3 26.5 0.8

NMN_63 14.6 12 62.9 4.8 18.1 0.7

NMN_64 15.4 32 86.3 6.0 47.6 1.1

NMN_65 4.6 18 26.1 1.6 13.0 0.3

NMN_66 9.6 18 51.5 3.4 20.5 0.6

NMN_67 10.5 20 58.0 3.8 25.8 0.7

NMN_68 2.3 12 12.5 0.9 5.3 0.2

NMN_69 1.8 20 9.1 0.6 3.6 0.1
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Table 5.2

Watershed ID

Total Area   

(ac)

% Impervious 

Area

Peak Runoff Rate 

(cfs)

Total Volume 

Runoff (ac-ft)

Peak Runoff Rate 

(cfs)

Total Volume 

Runoff (ac-ft)

Watershed Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage 

Basin (Revised 12/2006)

Watershed Information
10-Year Storm Results

1/2-Hour Event24-Hour Event

100-Year Storm Results

NMN_7 11.6 20 62.4 4.1 26.3 0.7

NMN_70 4.0 20 22.5 1.4 11.0 0.3

NMN_71 6.1 19 33.8 2.2 15.2 0.4

NMN_72 7.0 20 38.6 2.5 17.2 0.4

NMN_73 10.0 28 50.0 3.8 20.7 0.6

NMN_74 3.4 80 20.1 1.8 19.3 0.4

NMN_75 14.7 26 66.3 5.4 26.0 0.9

NMN_76 10.4 33 56.3 4.1 27.9 0.8

NMN_77 12.0 23 55.6 4.5 21.4 0.7

NMN_78 6.2 20 27.7 2.2 9.8 0.3

NMN_8 6.1 20 31.5 2.2 12.3 0.4

NMN_80 8.2 12 43.0 2.8 14.5 0.5

NMN_81 1.9 29 10.9 0.8 8.1 0.2

NMN_82 8.9 20 45.8 3.2 17.9 0.5

NMN_83 3.0 20 16.2 1.1 7.2 0.2

NMN_84 8.1 18 37.1 2.9 12.9 0.4

NMN_85 4.6 13 23.1 1.6 7.5 0.3

NMN_9 9.6 20 41.1 3.7 14.5 0.6

NMN_90 3.0 28 17.3 1.2 10.6 0.2
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

124 1091 919.3   914.5   

126 23 911.9   908.3   

128 25 910.8   907.5   

129 1477p 906.6   902.6   

134 1720 910.7   910.5   

137 34 906.8   905.4   

138 35 907.1   905.1   

139 36 908.2   904.2   

140 37 908.4   904.7   

141 38 908.5 street 904.7

143 41 905.1   902.0   

145 42 899.7   899.5   

150 45 908.2   906.4   

152 47 910.1   905.2   

153 48 907.6   905.6   

157 52 899.5   898.3   

166 62 901.7   901.0   

167 63 900.2   900.6   

169 pump 891.7   878.0   

172 68 892.1   886.5   

174 70 905.6   900.9   

175 2058 897.0   896.6   

178 1721 922.5   921.2   

183 1423 907.2   905.5   

185 79 905.0   904.7   

186 81 900.4   900.2   

187 82 892.0   888.5   

188 83 907.9 ditch/byd 905.2 2.7 909.0 905.2 3.8

189 84 908.1   909.1   

190 85 908.8   909.1   

193 89 906.1   905.0   

194 90 903.4   902.9   

195 91 895.3   895.0   

197 93 870.7   870.4   

198 94 865.7   865.3   

202 98 864.7   862.5   

203 99 864.7   862.5   

204 100 862.5   859.8   

209 104 879.4   878.6   

210 2070 880.6 street 878.6

211 108 880.5   879.8   

212 106 880.6   879.2   

214 110 878.7   878.6   

215 111 874.3   874.4   

224 ditch to MD_4 860.8   860.5   

226 ditch to MD_4 860.6   860.7   

228 120_p 863.5   863.3   

229 121_p 859.8   859.5   

230 ditch to MD_1 858.8   858.7   

234 outfall 859.2   859.0   

236 outfall 861.4   861.2   

238 outfall 861.2   861.1   

240 outfall 862.0   861.3   

242 ditch to MD_1 863.1   863.0   

245 130 938.5   938.6   

246 131 936.8   935.4   

247 132 936.5   933.5   

250 1832 921.2   917.1   

252 137p 918.3   914.3   

255 139p 913.7 byd 911.2 2.5 911.2 911.2 0.0

258 143p 909.0   902.7   

260 145p 899.2   890.6   

261 146 897.5   888.1   

262 147 890.8   882.7   

264 1717 869.7   866.7   

267 151 890.3   889.7   

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

268 152_p 885.5   885.3   

269 153p 878.0   875.5   

270 154p 878.0   874.0   

275 ditch to MD_4 861.9   862.0   

278 161 944.1   942.5   

279 162 944.0   941.9   

280 163 943.7   941.1   

281 164 943.8   940.6   

285 168 942.9   939.3   

286 169p 941.7   938.9   

287 170 937.5   937.4   

289 172p 918.4   916.6   

292 175p 912.1   911.7   

293 176 910.4   910.2   

294 177 909.9   909.9   

295 178p 909.6   909.5   

296 179 909.2   908.8   

297 180 909.1   908.4   

298 96 944.0   940.5   

584 421 937.7   935.4   

585 422 936.8   935.3   

587 424 933.8   932.3   

591 428 918.6   918.2   

592 429 918.6   918.1   

596 432 911.4   910.1   

597 433 910.6   909.8   

598 434 908.8   908.7   

599 435 895.1   894.2   

600 436 892.7   892.6   

601 437 877.2   876.8   

603 439 865.4   865.4   

604 outfall 865.2   864.6   

606 outfall 865.2   863.6   

608 outfall 868.9   868.9   

609 442 872.7   872.1   

611 444 870.5   869.8   

613 outfall 865.7   864.2   

617 outfall 865.2   862.0   

619 outfall 866.1   865.8   

622 outfall 865.2   862.2   

626 outfall 865.2   862.1   

627 454 862.2   861.1   

628 outfall 861.5   858.8   

629 455 878.8   878.4   

631 457 893.2   893.1   

639 464 889.9   880.5   

640 outfall 878.2   878.2   

641 465 876.5   874.1   

642 outfall 872.0   871.8   

646 outfall 870.7   870.2   

651 473 874.9   872.2   

652 474 875.5   872.4   

654 476 876.6   872.5   

655 477 876.8   872.5   

656 478 878.5   873.2   

658 480 884.5   884.4   

663 484 892.2   890.1   

667 ditch to NMN_24 890.1   890.1   

674 490 908.2   908.2   

675 491 912.2   912.3   

676 492 913.8   913.9   

1098 1830 914.8   911.5   

1100 138p 914.7   907.5   

1113 879 969.0   968.3   

1114 880 968.7   968.2   

1115 ditch to ML_1 956.9   956.9   
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

1119 884 930.9   927.8   

1121 886 916.0   916.0   

1122 889 914.8   914.7   

1124 888 922.3   922.0   

1127 891 925.1   925.1   

1130 893 920.7   918.8   

1131 894 918.5   914.5   

1141 900 939.7   932.8   

1144 903 915.9   914.7   

1154 908 893.3 891.9

1168 1941 894.8   894.5   

1386 1092 919.3   913.5   

1387 1093 919.0   913.3   

1449 outfall 876.5   875.4   

1451 outfall 876.5   875.0   

1454 1150 925.8   925.7   

1455 ditch to NMN_84 921.7   921.7   

1467 1158 975.2   974.3   

1468 1159 973.1   971.2   

1469 1160 972.7   970.0   

1475 1165 952.3   951.4   

1477 1167p 952.4   951.0   

1478 1168p 952.4   950.6   

1480 1170 949.3   948.7   

1481 1171 947.5   947.3   

1482 1172 940.5   940.0   

1484 1174 938.3   938.5   

1485 ditch to NMN_63 930.6   930.5   

1607 3266_p 899.3   899.3   

1622 1288 910.4   908.9   

1625 1290 923.0   919.8   

1626 1291 923.3   922.1   

1627 1292 928.9   928.8   

1628 1293 936.7   936.6   

1629 1294 939.2   938.6   

1630 1295 940.3   939.1   

1631 1296 941.2   939.6   

1632 1297 941.9   939.9   

1633 1298 941.9   940.0   

1634 1299 941.9   940.0   

1636 1301 942.5   940.8   

1743 2040 922.3   918.9   

1745 ditch to MD_3 860.3 depression 856.5 3.9 860.2 856.5 3.7

1747 outfall 865.2   858.9   

1750 1434 866.7   863.7   

1752 1435 866.8   865.5   

1755 outfall 865.2   859.2   

1761 outfall 869.7   869.5   

1762 1443 879.3   879.2   

1765 outfall 873.4   871.8   

1767 outfall 876.5   870.3   

1769 outfall 876.5   872.7   

1774 1450 876.5   873.3   

1778 outfall 876.5   870.0   

1785 1455p 913.9   913.9   

1794 1456 930.2   930.2   

1795 pump 941.6   940.7   

1797 1459 941.6   940.7   

1798 1461 939.9   939.1   

1810 1469p 888.3   883.2   

1812 outfall 880.8   879.3   

1813 ditch to 2516 899.6   899.6   

1815 1473 892.6   892.5   

1817 1474 912.1   911.1   

1818 1475p 914.3   914.0   

1950 ditch to HL_29 912.9   912.9   
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

2156 outfall 860.6   860.3   

2158 ditch to MD_4 864.2   863.2   

2162 75 918.5   913.3   

2164 outfall 865.7   863.8   

2168 outfall 863.5   856.8   

2174 pump 902.2   903.0   

2274 1821_p 906.5   900.9   

2290 1831 914.8   911.3   

2292 1833 919.2   914.9   

2394 1936 903.7   903.5   

2395 1937 908.7   908.6   

2396 1938 911.0   910.8   

2411 1953 925.5   925.2   

2412 1954 925.7   925.6   

2416 1957 936.2   934.3   

2417 1958 935.6   934.4   

2504 2052 885.1   884.8   

2505 2053 890.5   890.3   

2506 2043 904.2   903.9   

2507 2044 920.9   920.7   

2508 2045 894.9   893.9   

2509 2050 909.9   906.8   

2512 2038 921.2   921.2   

2515 2035 936.5   932.3   

2516 2031 894.2 street 887.2

2517 2054 894.1   887.6   

2520 2057 937.9   935.6   

2521 2062 947.9   947.5   

2522 2060 949.7   947.8   

2527 2065 920.3   919.8   

2528 ditch to NMN_77 919.0   918.5   

2531 2067 901.9   898.9   

2532 2068 911.5   906.3   

2534 2071 866.1 ditch 860.9 5.2 863.5 860.9 2.6

2538 2074 928.4   925.2   

2539 ditch to HL_29 910.5   910.1   

2540 899 929.7   929.5   

2541 2075 922.2   922.0   

2549 2078 931.3   929.7   

2550 2079 932.2   929.9   

2551 2080 934.5 byd 929.2 5.3 930.5 929.2 1.3

2552 2081 968.9   968.4   

2553 2082 973.7   973.4   

2699 2153p 909.3   908.2   

2701 2152p 906.6 hwy ditch 896.8 9.8 903.9 896.8 7.1

2702 ditch to NMN_27 896.5   896.4   

2706 2165p 902.5   900.5   

2709 2167p 902.5   900.4   

2710 2170p 902.5   900.5   

2712 2169p 902.5   900.5   

2718 2161p 916.2   915.6   

2719 2160p 906.6   904.6   

2726 ditch to HI_1 899.9   899.8   

2822 3151_p 894.0   889.9   

2824 3152_p 897.2   894.5   

2847 3175_p 880.3   879.8   

2848 3174_p 880.3   879.7   

2849 3173_p 880.2   878.8   

2850 3172_p 879.0   877.3   

2851 3171_p 878.3   876.9   

2853 3181_p 894.2   894.1   

2854 3179_p 896.5   895.0   

2855 3182_p 898.3   897.1   

2856 3180_p 905.5   903.3   

2857 3177_p 907.3   904.4   

2908 3246_p 868.5   868.2   
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

2915 3264_p 892.0   891.2   

2916 3263_p 892.0   890.6   

2956 3297_p 856.3   854.2   

2961 weir 856.1   852.5   

2965 outfall 856.1 849.5

2969 3302_p 904.3   901.9   

HI_1 916 893.3 pond 888.4 5.0 889.5 888.4 1.2

HI_2 907 893.4   889.9   

HI_3 2173p 903.6 pond 899.6 4.0 902.0 899.6 2.4

HI_4 915 893.3   892.6   

HI_5 2063 893.4 pond 888.3 5.1 890.0 888.3 1.7

HI_6 906 903.3 ditch 893.9 9.4 901.2 893.9 7.3

HI_7 1939 911.7   911.5   

HI_8 1935 902.0   901.7   

HI_9 1943 908.1   907.9   

HI_10 1285 893.3 890.0 3.4 892.6 890.0 2.6

HI_11 1095 925.3   925.0   

HI_12 1940 903.3   903.0   

HI_13 no outlet 889.0 wetland 885.3 3.6 886.4 885.3 1.1

HI_14 910 900.9   893.7   

HI_15 1472 907.3   903.5   

HI_16 1942 906.3   906.0   

HI_17 2164p 903.4 pond 901.0 2.4 902.1 901.0 1.1

HI_18 2166p 902.6 pond 899.6 3.0 900.1 899.6 0.5

HI_19 2171p 914.5 depression 910.0 4.5 911.1 910.0 1.1

HI_20 ditch to HI_21 902.8 pond 899.6 3.2 900.6 899.6 1.0

HI_21 2174p 902.8 pond 899.3 3.5 900.0 899.3 0.7

HI_22 2172p 903.4 pond 901.0 2.4 901.8 901.0 0.8

HL_1 87 892.0 pond 885.5 6.5 886.5 885.5 1.0

HL_2 66 902.3 street 901.8

HL_3 40 909.8 byd 902.9 6.9 907.7 902.9 4.8

HL_4 65_p 899.5   898.3   

HL_5 2069 917.4   910.9   

HL_6 2019 911.4   911.1   

HL_7 2039 937.6   929.9   

HL_8 50 907.3 pond 901.9 5.4 903.2 901.9 1.3

HL_9 44 908.1 pond 905.4 2.7 906.2 905.4 0.8

HL_10 46 908.7 street 906.6

HL_11 67 894.5   887.2   

HL_12 39 911.4   904.6   

HL_13 no outlet 907.5 wetland 904.0 3.4 905.5 904.0 1.5

HL_14 1422 909.2   909.1   

HL_15 78 907.2   905.5   

HL_16 49 907.3 street 905.8

HL_17 3265_p 898.3   897.3   

HL_18 61_p 904.4 byd 899.0 5.4 901.9 899.0 2.9

HL_19 59 913.7 street 913.2

HL_20 51 904.4   902.9   

HL_21 ditch to HL_25 897.2 pond 892.0 5.2 894.4 892.0 2.4

HL_23 58 912.0 street 910.2

HL_25 pump 897.2 byd 894.2 3.0 895.4 894.2 1.2

HL_26 3150_p 900.1 street 897.3

HL_27 1955 927.6   927.5   

HL_28 1822_p 906.5 pond 898.2 8.3 900.9 898.2 2.7

HL_29 no outlet 909.7 pond 904.7 5.0 906.9 904.7 2.2

HL_30 1570 918.8   918.7   

HL_31 28 931.2 street 924.1

HL_32 1478p 906.6   901.9   

HL_33 29 913.6   913.4   

HL_34 1476 915.0   914.9   

HL_35 1094 913.3 depression 906.9 6.4 908.8 906.9 2.0

HL_36 1090 925.4   919.3   

HL_37 1571 909.3   907.9   

HL_38 24 911.4   908.0   

HL_39 no outlet 906.8 pond 902.2 4.6 903.1 902.2 0.9

HL_40 2037 906.5 wetland 899.7 6.8 901.6 899.7 1.9
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

HL_41 2041 922.2   919.9   

HL_42 2034 925.5   925.1   

HL_43 3245p 912.7 street 908.9

HL_44 overflow to HL_10 907.0 wetland 904.6 2.4 905.2 904.6 0.6

HL_45 2042 908.7   904.0   

HL_46 2059 894.0   887.1   

HL_47 ditch to HL_43 916.6 pond 907.6 9.0 911.8 907.6 4.2

HL_48 2036 929.1   926.2   

HL_49 2055 893.7 byd 890.8 2.9 891.8 890.8 1.0

HL_50 no outlet 932.3 pond 927.8 4.5 928.9 927.8 1.1

MD_1 3294_p 856.1 pond 851.5 4.6 852.3 851.5 0.8

MD_2 3296_p 856.1 pond 854.0 2.1 854.3 854.0 0.3

MD_3 weir 857.0 pond 854.0 3.0 855.2 854.0 1.2

MD_4 ditch to MD_1 860.6 pond 857.4 3.2 860.4 857.4 3.0

MD_5 127 868.6   868.0   

MD_6 118 863.7   863.4   

MD_7 115 861.6 pond 859.0 2.6 859.7 859.0 0.7

MD_8 117 865.5   865.1   

MD_9 1429_p 862.2   859.2   

MD_10 116 863.0 street 862.7

MD_11 weir 856.1 pond 853.0 3.1 854.1 853.0 1.1

MD_12 1961 864.3   864.1   

MD_13 103 878.4 pond 876.0 2.4 876.5 876.0 0.5

MD_14 1431_p 861.2 street 860.8

MD_15 97 864.3 pond 859.8 4.5 862.8 859.8 3.0

MD_16 112 871.7   871.6   

MD_17 1430_p 861.7   861.5   

MD_18 1960 878.0   874.0   

MD_19 148 889.1   879.4   

MD_20 144 905.5   898.8   

MD_21 1096 890.9 pond 889.8 1.1 889.2 888.9 0.3

MD_22 174p 916.7 byd 910.5 6.3 915.4 910.5 5.0

MD_23 171 918.7 byd 912.7 6.0 917.0 912.7 4.3

MD_24 142p 914.0   906.9   

MD_25 431 913.5 pond 909.0 4.5 910.7 910.0 0.7

MD_26 133 936.6   932.1   

MD_27 weir manhole 915.1   912.5   

MD_28 128p 939.0 pond 935.0 4.0 936.4 934.7 1.8

MD_29 420 937.9 pond 935.0 2.9 935.9 935.0 0.9

MD_30 165p 941.4 byd 939.0 2.4 940.4 939.0 1.4

MD_31 430 918.6   918.1   

MD_32 427 920.9   920.7   

MD_33 426 927.9   927.8   

MD_34 425 932.1   931.3   

MD_35 423 936.6 street 935.3

MD_36 2077 861.3   858.3   

MD_37 ditch to MD_1 863.2   863.1   

MD_38 119_p 864.9 byd 863.4 1.5 864.2 863.4 0.8

MD_39 ditch to MD_29 938.7 pond 935.5 3.2 936.7 935.5 1.2

MD_40 109 880.6   880.4   

MD_41 1727 865.4   864.9   

MD_42 92 888.7   879.1   

MD_43 167p 944.0   940.5   

MD_44 173 918.4   916.4   

MD_45 134p 923.2   918.7   

MD_46 158 874.3   867.6   

MD_47 2051 885.3   874.2   

MD_48 129p 939.0   938.6   

MD_49 ditch to MD_50 858.1   858.0   

MD_50 3298_p 856.1 wetland 849.0 7.1 850.0 849.0 1.0

ML_1 pump 906.5 pond 904.0 2.5 904.3 904.0 0.3

ML_2 3267_p 912.2 pond 908.4 3.9 909.9 908.4 1.5

ML_3 1302 943.2 pond 941.2 2.0 941.9 941.2 0.7

ML_4 892 944.9 941.1 3.9 941.7 941.1 0.6

ML_5 1289 923.0   918.1   

ML_6 1300 942.0 pond 939.7 2.3 940.2 939.7 0.5
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Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

ML_7 890 931.8 byd 926.9 4.9 930.5 926.9 3.6

ML_8 895 917.8   910.6   

ML_9 878 969.5 depression 966.5 3.1 968.5 966.5 2.1

ML_10 887 929.5   929.2   

ML_11 885 931.0 street 926.3

ML_12 881 936.8   930.7   

ML_13 883 931.0 park 920.9 10.1 929.6 920.9 8.7

ML_14 897 940.5   939.8   

ML_15 896 940.5 pond 939.5 1.0 939.7 939.5 0.2

ML_16 1461 (inlet/outlet) 939.9 pond 936.8 3.1 937.2 936.8 0.4

ML_17 1460 941.9 street 940.7

ML_18 1723 913.9   913.7   

ML_19 3303_p 936.6 byd 929.6 7.0 932.5 929.6 2.9

ML_20 898 937.3   937.1   

ML_21 2056 941.4   940.6   

ML_22 901 942.5   933.4   

ML_23 904 932.8   931.7   

ML_24 1464 912.9   909.5   

ML_25 1462 913.6   909.6   

ML_26 no outlet 941.0 pond 939.1 1.9 939.4 939.1 0.3

ML_27 ditch to ML_28 952.5 pond 948.1 4.4 949.3 948.1 1.2

ML_28 no outlet 936.8 pond 935.1 1.7 935.4 935.1 0.3

ML_29 1959 934.8   934.6   

ML_30 902_p 942.7 street 933.9

ML_31 3286_p 909.3 depression 907.3 2.0 908.0 907.3 0.7

ML_32 1462 (inlet/outlet) 912.1 pond 908.4 3.7 909.0 908.4 0.7

ML_33 1303 943.8   942.2   

ML_34 overflow to ML_16 943.2 pond 940.7 2.5 942.5 940.7 1.8

ML_35 2083 941.4 street 939.4

ML_38 2162p 918.8 pond 916.1 2.7 916.9 916.1 0.8

ML_40 2163p 918.5 pond 916.1 2.4 916.7 916.1 0.6

NMN_3 1726 863.7   861.7   

NMN_7 458 893.4   893.2   

NMN_8 450 868.0   867.7   

NMN_9 453 866.5   866.2   

NMN_10 447 866.7   866.4   

NMN_11 123 862.1   861.3   

NMN_13 126p 869.0   863.1   

NMN_14 1436 868.7   868.1   

NMN_15 1433 866.7 street 862.0

NMN_16 1437 868.8   868.5   

NMN_17 1715 861.6   860.8   

NMN_18 124p 864.0   863.0   

NMN_19 438 876.2   875.9   

NMN_20 463 889.5 pond 879.2 10.2 883.3 879.2 4.1

NMN_21 487 888.8   888.3   

NMN_22 479 882.4   882.1   

NMN_23 475 876.6   872.5   

NMN_24 481 888.8 pond 885.0 3.8 887.2 885.0 2.2

NMN_25 485 890.9   889.3   

NMN_26 1722 866.9   866.8   

NMN_27 483 896.2 pond 891.0 5.2 894.8 891.0 3.8

NMN_28 468 874.8   872.0   

NMN_29 486 896.3   891.6   

NMN_31 466 879.7 street 875.7

NMN_32 2151p 909.4 hwy ditch 902.4 7.0 908.7 902.4 6.3

NMN_33 467 882.5   880.2   

NMN_34 489 905.1   905.2   

NMN_35 445 869.6   866.2   

NMN_36 443 872.0   871.4   

NMN_37 440 872.0   871.4   

NMN_38 449 877.4   875.9   

NMN_39 441 882.7   882.6   

NMN_40 1444 893.3   890.4   

NMN_41 1445 879.3 street 876.6

NMN_42 1446 878.7   878.2   

P:\Mpls\23 MN\27\23271072 Edina Water Resources Mgmt Plan Update\WorkFiles\QAQC Model for Pond\NineMILe_SWMM_hydraulic_output_2006UPDATE_final_NWL_verification.xls   NMN_NodeResults UPDATE

D R A F T



8

Table 5.3

Flood Elevation (ft)

Type of 

Storage
2

NWL (ft)

Flood Bounce 

(ft) Flood Elevation (ft) NWL (ft)

Flood Bounce 

(ft)

Hydraulic Modeling Results for XP-SWMM Subwatersheds/Nodes in the Nine Mile Creek- North Drainage Basin (Revised 

12/2006).

10-Year Storm Results

1/2-Hour Event
Subwatershed or 

Node
Downstream Conduit

100-Year Storm Results

24-Hour Event

NMN_43 1447 882.0   881.8   

NMN_44 1448 880.4   880.0   

NMN_45 1449p 883.2   882.3   

NMN_46 1147 883.1   882.1   

NMN_47 1148 879.6   879.3   

NMN_48 2066 876.5 pond 871.5 5.0 872.8 871.5 1.3

NMN_49 1451p 876.5 pond 872.0 4.5 874.1 872.0 2.1

NMN_50 no outlet 897.1 pond 894.8 2.3 895.2 894.8 0.4

NMN_51 448 869.7   867.9   

NMN_52 1442 871.5   871.3   

NMN_53 493 917.1   917.4   

NMN_54 1452_p 900.6 hwy ditch 898.5 2.1 899.2 898.5 0.7

NMN_55 overflow to NMN_76 909.5 pond 909.0 0.5 909.3 909.0 0.3

NMN_56 125 866.4   863.5   

NMN_57 1725 863.7   861.8   

NMN_58 456 893.2   893.0   

NMN_59 2150p 908.9   906.7   

NMN_61 1470 888.1   882.8   

NMN_62 1468p 890.8 pond 885.2 5.7 886.4 885.2 1.2

NMN_63 ditch to NMN_62 905.1 pond 904.3 0.8 904.9 904.3 0.6

NMN_64 3176_p 884.4 street 883.0

NMN_65 1149 891.6   886.4   

NMN_66 1173 939.4   939.3   

NMN_67 3178_p 895.2   894.9   

NMN_68 2061 950.9 byd 949.5 1.4 950.3 949.5 0.8

NMN_69 1164p 951.8   951.6   

NMN_70 1166 952.4 street 951.4

NMN_71 1162 961.5   961.3   

NMN_72 1169 952.4   950.2   

NMN_73 no outlet 877.1 pond 873.4 3.8 876.9 873.4 3.5

NMN_74 no outlet 906.1 pond 892.3 13.8 898.9 892.3 6.6

NMN_75 no outlet 915.3 pond 912.7 2.6 913.1 912.7 0.4

NMN_76 weir 907.3 pond 905.3 2.0 905.7 905.3 0.4

NMN_77 no outlet 918.8 pond 918.0 0.8 918.1 917.0 1.1

NMN_78 1155 968.7   964.8   

NMN_80 1151 936.1   932.0   

NMN_81 1156 977.0   977.0   

NMN_82 1161 972.7   969.7   

NMN_83 1157 978.7   977.1   

NMN_84 2064 920.5 pond 917.6 2.9 919.8 917.6 2.2

NMN_85 ditch to NMN_77 963.4 pond 961.4 2.0 963.1 961.4 1.7

NMN_90 3304 876.6 street 872.2

2 
 byd = backyard depression
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
Conduit 

Dimensions*  (ft)

Roughness 

Coefficient

Upstream Invert 

Elevation                    

(ft)

Downstream Invert 

Elevation                    

(ft)

Conduit Length            

(ft)
Slope

100Y Peak Flow through 

Conduit                      

(cfs)

10Y Peak Flow through 

Conduit                      

(cfs)

23 126 HL_38 Circular 2.5 0.013 906.23 905.02 150.5 0.80 20.8 17.5

24 HL_38 128 Circular 2.5 0.013 905.02 904.33 37 1.87 24.2 23.5

25 128 129 Circular 2 0.013 904.33 899.67 470 0.99 24.2 21.6

28 HL_31 HL_33 Circular 1.25 0.013 923.25 908.00 156 9.78 19.4 13.1

29 HL_33 134 Circular 1.25 0.013 908.00 907.82 17 1.06 16.8 15.4

34 137 138 Circular 1 0.013 905.40 905.11 82 0.35 -2.1 0.0

35 138 139 Circular 1 0.013 905.11 903.81 260 0.50 -2.5 0.0

36 139 140 Circular 1.25 0.013 903.61 902.15 292 0.50 -5.0 1.4

37 140 141 Circular 1.5 0.013 901.26 901.00 238 0.11 -7.6 -6.1

38 141 HL_12 Circular 1.5 0.013 900.95 899.50 214.5 0.68 -12.2 -7.3

39 HL_12 143 Circular 2.5 0.013 898.20 896.34 200 0.93 58.1 40.9

40 HL_3 143 Circular 1 0.013 902.90 902.00 180 0.50 6.5 5.1

41 143 145 Circular 2.5 0.013 896.34 894.75 159 1.00 63.0 44.5

44 HL_9 150 Circular 1.25 0.013 905.40 904.60 120 0.67 6.2 3.4

45 150 HL_10 Circular 1.25 0.013 904.60 903.50 180 0.61 6.2 3.5

46 HL_10 152 Circular 1.75 0.013 903.50 901.86 284 0.58 10.1 10.0

47 152 HL_12 Circular 2 0.013 899.60 898.20 327 0.43 13.0 13.4

48 153 152 Circular 1 0.013 901.43 900.40 344 0.30 4.0 2.8

49 HL_16 153 Circular 1 0.013 901.90 901.43 153.5 0.31 3.9 3.6

62 166 167 Circular 1.75 0.013 897.00 896.67 81 0.41 19.5 14.2

63 167 HL_17 Circular 1.75 0.013 896.67 896.43 61 0.39 19.5 14.2

67 HL_11 172 Circular 2.75 0.013 885.05 883.95 138 0.80 70.6 33.4

68 172 HL_1 Circular 3 0.013 883.75 882.76 115 0.86 70.6 33.3

78 HL_15 183 Circular 1.75 0.013 904.35 904.17 96 0.19 -8.0 3.0

79 185 HL_15 Circular 1.75 0.013 905.12 904.59 42 1.26 -4.8 -0.7

80 185 186 Circular 1.75 0.013 904.57 900.00 65 7.03 4.0 0.7

81 186 187 Circular 1.75 0.013 900.00 893.04 115 6.05 3.9 0.7

82 187 HL_1 Circular 1.75 0.013 888.33 884.00 101 4.29 3.9 0.7

83 188 189 Circular 1.75 0.013 905.20 905.30 134.5 -0.07 -10.2 -5.2

84 189 190 Circular 1.75 0.013 905.59 902.34 125.5 2.59 -10.3 -5.1

85 190 HL_14 Circular 1.75 0.013 905.59 905.50 27 0.33 -10.3 -5.1

87 HL_1 169 Circular 1 0.013 888.00 880.00 50 16.00 2.2 0.0

89 193 194 Circular 1 0.013 905.00 903.04 330 0.59 2.6 0.0

90 194 195 Circular 1 0.013 902.94 896.00 320 2.17 2.0 0.0

91 195 MD_42 Circular 1 0.013 895.00 873.00 145 15.17 2.0 0.0

97 MD_15 202 Circular 1.5 0.013 859.82 859.32 170 0.29 9.7 9.4

103 MD_13 209 Circular 1 0.013 876.00 874.07 225 0.86 3.6 -1.6

104 209 210 Circular 1 0.013 874.07 872.78 150 0.86 3.6 -4.2

106 212 211 Circular 1.25 0.013 872.31 871.47 140 0.60 5.7 -6.1

108 211 MD_40 Circular 1.25 0.013 871.47 870.66 123 0.66 5.7 -6.6

109 MD_40 214 Circular 1.25 0.013 870.66 870.48 30 0.60 10.6 10.4

110 214 215 Circular 1.25 0.013 870.48 869.61 145 0.60 10.6 10.0

115 MD_7 MD_2 Circular 1.25 0.013 859.00 856.60 240 1.00 7.3 1.7

117 MD_8 224 Circular 2 0.013 860.27 860.00 90 0.30 25.1 14.7

118 MD_6 226 Circular 1 0.013 860.45 860.41 15 0.27 3.7 6.2

123 NMN_11 234 Circular 1 0.024 858.31 858.16 15 1.00 6.5 4.5

125 NMN_56 238 Circular 1.5 0.013 860.28 859.72 27 2.07 25.0 16.5

127 MD_5 242 Circular 1.25 0.024 862.85 862.70 15 1.00 10.6 5.8

130 245 246 Circular 1 0.01 933.95 932.26 688 0.25 3.6 3.7

132 247 MD_26 Circular 1.5 0.01 931.20 931.20 157 0.00 10.5 8.2

133 MD_26 MD_45 Circular 2 0.013 930.92 916.34 371 3.93 42.2 29.6

151 267 268 Circular 1 0.013 889.70 888.24 96 1.52 2.4 0.0
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
Conduit 

Dimensions*  (ft)

Roughness 

Coefficient

Upstream Invert 

Elevation                    

(ft)

Downstream Invert 

Elevation                    

(ft)

Conduit Length            

(ft)
Slope

100Y Peak Flow through 

Conduit                      

(cfs)

10Y Peak Flow through 

Conduit                      

(cfs)

158 MD_46 275 Circular 2.5 0.013 861.64 861.64 41 0.00 30.3 19.2

161 278 279 Circular 1.5 0.01 941.48 940.53 111 0.86 5.0 5.7

162 279 280 Circular 1.5 0.015 940.53 940.27 159.5 0.16 4.6 4.3

163 280 281 Circular 1.5 0.01 940.27 937.97 542 0.42 -6.5 4.2

164 281 298 Circular 2 0.013 937.97 937.32 145.5 0.45 -6.5 5.2

168 285 286 Circular 2 0.013 936.02 935.75 24 1.13 30.9 16.4

171 MD_23 289 Circular 1.25 0.013 912.67 912.50 145 0.12 4.0 3.4

173 MD_44 MD_22 Circular 1.25 0.013 910.73 910.45 140 0.20 7.0 5.5

176 293 294 Circular 2 0.013 909.40 908.62 129 0.61 7.3 6.5

177 294 295 Circular 2 0.013 908.62 908.33 145 0.20 7.3 6.5

179 296 297 Circular 2 0.013 908.07 907.03 105 0.99 7.6 6.5

180 297 258 Circular 2 0.013 907.03 906.87 10 1.60 8.8 6.5

420 MD_29 584 Circular 1.25 0.013 935.00 934.25 38 1.97 5.2 2.5

421 584 585 Circular 1.25 0.013 934.25 932.43 185 0.98 5.2 2.8

425 MD_34 MD_33 Circular 1 0.013 925.34 921.15 177 2.37 6.1 6.1

426 MD_33 MD_32 Circular 1 0.013 921.15 914.86 190 3.31 7.1 7.1

427 MD_32 591 Circular 1 0.013 914.86 913.80 158 0.67 4.8 4.8

429 592 MD_31 Circular 1.25 0.013 913.50 913.41 28 0.32 4.8 5.5

430 MD_31 MD_25 Circular 1.25 0.013 912.01 910.32 275 0.62 9.8 9.5

431 MD_25 596 Circular 1.25 0.013 908.99 908.83 195 0.08 6.4 3.6

432 596 597 Circular 1.25 0.013 908.83 908.70 28 0.46 6.4 3.6

433 597 598 Circular 1.25 0.013 908.70 908.42 62 0.45 6.4 3.6

434 598 599 Circular 1.25 0.013 908.24 892.54 381.5 4.12 6.4 3.6

435 599 600 Circular 1.5 0.013 892.54 892.56 355 -0.01 6.4 3.6

436 600 601 Circular 1.5 0.013 892.24 876.30 240 6.64 6.4 3.7

437 601 NMN_19 Circular 1.5 0.013 876.30 870.62 226 2.51 7.2 4.4

438 NMN_19 603 Circular 1.5 0.013 870.43 863.56 184 3.73 22.9 22.6

439 603 604 Circular 1.5 0.013 863.56 863.53 21 0.14 8.7 8.1

440 NMN_37 606 Circular 1.5 0.013 865.25 862.05 160 2.00 20.6 19.7

441 NMN_39 608 Circular 1 0.013 876.90 867.90 150 6.00 9.8 9.7

445 NMN_35 613 Circular 4 0.013 861.94 861.50 112 0.39 149.1 80.0

447 NMN_10 617 Circular 1 0.013 861.70 861.00 70 1.00 7.5 7.2

448 NMN_51 619 Circular 1 0.013 865.71 865.00 177 0.40 4.8 3.5

450 NMN_8 622 Circular 1.25 0.013 863.56 861.00 160 1.60 10.7 10.7

453 NMN_9 626 Circular 1.5 0.024 861.58 861.00 146 0.40 9.1 8.5

454 627 628 Circular 2 0.024 857.98 857.50 120 0.40 12.9 12.7

455 629 627 Circular 1.25 0.013 872.01 857.98 417.5 3.36 12.8 12.7

456 NMN_58 629 Circular 1.25 0.013 884.10 872.01 387.5 3.12 12.9 14.2

458 NMN_7 631 Circular 2 0.013 885.58 885.00 230.8 0.25 10.4 14.4

464 639 640 Circular 1 0.013 877.84 877.24 30 2.00 15.3 6.5

465 641 642 Circular 2 0.013 870.78 870.00 59 1.32 39.0 27.5

466 NMN_31 641 Circular 2 0.013 871.62 870.78 70 1.20 39.0 27.5

468 NMN_28 646 Circular 2.5 0.024 868.85 868.56 92.3 0.31 39.1 22.3

473 651 NMN_28 Circular 2.5 0.024 869.48 868.85 197 0.32 22.4 9.5

475 NMN_23 652 Circular 2.5 0.024 870.27 869.96 97 0.32 22.4 8.9

476 654 NMN_23 Circular 2.5 0.013 870.38 870.27 35 0.31 14.3 7.3

479 NMN_22 656 Circular 1.25 0.013 881.60 872.51 203.6 4.47 9.0 4.9

480 658 NMN_22 Circular 1 0.013 883.04 881.60 59.6 2.42 5.9 4.9

481 NMN_24 658 Circular 1 0.013 885.00 883.04 140 1.40 5.9 4.9

483 NMN_27 663 Circular 1.75 0.013 891.00 888.00 150 2.00 24.2 22.0

484 663 NMN_25 Circular 2 0.013 888.00 886.72 80 1.60 24.2 22.0

485 NMN_25 NMN_24 Circular 2 0.013 886.72 885.00 110 1.56 27.2 22.0
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
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486 NMN_29 667 Circular 1.5 0.013 890.67 890.00 16 4.19 3.1 2.6

487 NMN_21 NMN_24 Circular 1 0.013 885.28 885.00 70 0.40 3.2 2.4

489 NMN_34 NMN_27 Circular 2 0.013 904.40 893.75 40 26.63 20.2 15.8

490 674 NMN_34 Circular 1.5 0.013 907.60 904.40 200 1.60 3.7 3.9

491 675 674 Circular 1.25 0.013 911.60 907.60 250 1.60 3.8 4.0

492 676 675 Circular 1.25 0.013 912.85 911.60 250 0.50 3.7 3.8

493 NMN_53 676 Circular 1 0.013 914.35 912.85 300 0.50 3.7 3.9

878 ML_9 1113 Circular 1 0.01 966.46 965.05 145 0.97 2.6 4.0

879 1113 1114 Circular 1 0.01 965.05 961.97 77 4.00 2.6 3.3

880 1114 1115 Circular 1 0.01 961.97 956.89 28 18.14 2.6 1.8

881 ML_12 ML_13 Circular 1.5 0.013 927.63 924.50 198 1.58 17.8 8.5

883 ML_13 1119 Circular 2 0.013 922.90 922.05 123.3 0.69 22.9 21.8

884 1119 ML_11 Circular 1.75 0.013 922.05 921.90 16 0.94 22.8 21.8

885 ML_11 1121 Circular 1.75 0.013 921.60 908.90 444.3 2.86 28.7 23.6

890 ML_7 1127 Circular 0.5 0.01 926.85 926.02 298 0.28 1.0 0.9

891 1127 ML_8 Circular 0.833 0.01 924.82 915.13 308 3.15 1.1 0.9

892 ML_4 1130 Circular 1 0.013 941.06 925.00 220 7.30 9.2 5.0

893 1130 1131 Circular 1.25 0.013 917.78 915.50 26 8.77 9.7 5.0

894 1131 ML_8 Circular 1.5 0.013 913.50 912.00 27 5.56 10.5 4.9

895 ML_8 ML_1 Circular 2 0.024 907.00 906.80 20 1.00 56.6 24.0

896 ML_15 ML_14 Circular 1 0.013 939.50 938.22 191 0.67 2.1 0.4

897 ML_14 ML_16 Circular 1 0.013 938.22 937.70 125 0.42 4.0 3.1

899 2540 2541 Circular 1 0.013 924.67 923.01 58.5 2.84 8.5 7.9

900 1141 ML_22 Circular 2 0.013 926.90 926.52 148 0.26 -25.7 15.7

901 ML_22 ML_30 Circular 2 0.013 926.52 926.20 147 0.22 20.2 16.5

903 1144 ML_2 Circular 2 0.024 911.98 909.37 57 4.58 28.9 24.3

904 ML_23 ML_2 Circular 1.25 0.013 931.37 910.31 158 13.33 5.3 3.5

906 HI_6 HI_5 Circular 1 0.024 893.89 890.57 80.5 4.12 7.2 6.4

907 HI_2 HI_1 Circular 2 0.013 888.30 888.00 92 0.33 14.6 9.6

910 HI_14 HI_1 Circular 1.5 0.013 892.55 887.75 135 3.56 24.9 12.7

915 HI_4 HI_1 Circular 1.5 0.013 887.50 886.65 132 0.64 13.8 15.5

1093 1387 HL_35 Circular 1.75 0.013 907.15 906.86 52 0.56 37.4 29.6

1094 HL_35 126 Circular 1.75 0.013 906.86 906.23 89 0.71 18.3 12.5

1095 HI_11 HI_13 Circular 2 0.024 924.50 890.60 102 33.24 19.7 10.3

1096 MD_21 267 Circular 1 0.013 889.76 889.70 86 0.07 2.4 0.0

1147 NMN_46 1449 Circular 1 0.024 876.78 874.54 140 1.60 4.5 4.3

1149 NMN_65 NMN_62 Circular 2.5 0.013 883.60 882.70 158 0.57 25.5 12.4

1151 NMN_80 1454 Circular 1.5 0.013 931.25 922.96 138.2 6.00 26.9 14.5

1155 NMN_78 NMN_85 Circular 2 0.013 963.03 958.74 230 1.87 29.1 17.8

1156 NMN_81 NMN_83 Circular 1.5 0.013 975.12 975.12 113 0.00 -9.8 3.6

1157 NMN_83 1467 Circular 1.25 0.013 975.12 973.04 346 0.60 7.0 6.0

1158 1467 1468 Circular 1.25 0.013 973.04 970.58 220 1.12 6.9 5.7

1159 1468 1469 Circular 1.25 0.013 970.58 969.00 43 3.67 6.7 5.6

1160 1469 NMN_82 Circular 1.5 0.013 968.65 968.24 41 1.00 14.3 5.7

1161 NMN_82 NMN_85 Circular 2 0.013 968.24 961.61 172 3.86 40.1 24.0

1165 1475 NMN_70 Circular 2 0.013 945.06 944.72 89.5 0.38 8.8 11.4

1166 NMN_70 1477 Circular 2 0.013 944.72 944.07 162.5 0.40 14.6 19.2

1169 NMN_72 1480 Circular 2.25 0.013 942.04 940.30 176.5 0.99 37.1 27.2

124p NMN_18 236 Circular 1.5 0.024 860.16 860.01 15 1.00 15.6 10.3

126p NMN_13 240 Circular 1.5 0.013 861.72 860.51 49 2.47 26.2 9.5

1288 1622 ML_1 Circular 2 0.013 907.60 907.36 18 1.33 23.8 7.8

1289 ML_5 1622 Circular 1.5 0.013 916.73 915.26 58 2.54 23.8 7.8
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).
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1290 1625 ML_5 Circular 1.5 0.013 919.53 916.73 32 8.75 4.7 2.1

1291 1626 1625 Circular 1.25 0.013 921.62 919.53 42 4.98 4.3 2.1

1292 1627 1626 Circular 1 0.013 928.48 921.62 106 6.47 3.5 2.1

1293 1628 1627 Circular 1 0.013 936.26 928.48 120 6.48 3.5 2.1

1294 1629 1628 Circular 1 0.013 937.82 936.26 175 0.89 3.5 2.1

1295 1630 1629 Circular 1 0.013 938.43 937.82 89 0.69 3.5 2.1

1296 1631 1630 Circular 1 0.013 938.81 938.43 85 0.45 3.5 2.1

1297 1632 1631 Circular 1 0.013 938.88 938.81 62 0.11 3.5 2.1

1298 1633 1632 Circular 1 0.013 939.28 938.88 103.5 0.39 2.4 0.8

1299 1634 1633 Circular 1 0.013 939.56 939.28 66 0.42 2.4 0.8

129p MD_48 245 Circular 1 0.01 934.25 933.95 135 0.22 3.7 5.8

1300 ML_6 1634 Circular 1 0.013 939.70 939.56 73 0.19 2.4 0.8

1301 1636 1632 Circular 1 0.013 940.49 939.08 51 2.77 4.2 1.5

1302 ML_3 1636 Circular 1 0.013 941.17 940.49 24 2.83 4.2 1.5

1303 ML_33 ML_3 Circular 1 0.013 941.18 940.99 27.5 0.69 3.7 2.5

138p 1100 MD_24 Circular 3.5 0.013 905.17 904.88 45 0.64 106.2 56.9

139p 255 MD_24 Circular 1 0.013 911.20 910.25 163 0.58 -2.4 0.0

1422 HL_14 HL_13 Circular 1.75 0.013 905.50 903.89 139.5 1.15 15.1 14.5

1423 183 HL_13 Circular 1.75 0.013 904.17 904.15 18 0.11 -8.0 3.0

142p MD_24 258 Circular 3.5 0.013 904.88 900.19 512 0.92 107.7 62.4

1433 NMN_15 1747 Circular 2.25 0.013 859.14 857.56 70 2.26 49.8 31.4

1437 NMN_16 1755 Circular 1.25 0.024 863.93 858.09 200 2.92 6.6 7.6

143p 258 MD_20 Circular 3.5 0.013 900.19 897.16 290.8 1.04 115.2 68.4

1442 NMN_52 1761 Circular 2.5 0.024 868.80 867.99 41 1.98 24.6 20.7

1443 1762 NMN_52 Circular 1.5 0.013 874.11 873.65 29 1.59 19.1 18.6

1444 NMN_40 1762 Circular 1.5 0.013 889.30 874.20 260 5.81 22.6 18.9

1445 NMN_41 1765 Circular 1.75 0.013 870.51 870.00 50 1.02 36.6 30.8

1446 NMN_42 1767 Circular 1.5 0.013 872.52 869.20 48 6.92 21.9 25.3

1447 NMN_43 1769 Circular 1 0.013 876.15 872.00 28 14.82 13.1 11.8

1448 NMN_44 NMN_49 Circular 1.25 0.024 874.52 870.00 85 5.32 8.8 10.3

1450 1774 NMN_48 Circular 2 0.024 868.56 868.00 8 7.00 7.0 7.2

1456 1794 1785 Circular 0.5 0.01 930.00 911.23 832 2.26 0.3 0.3

1459 1797 ML_17 Circular 1.5 0.013 937.24 937.14 31 0.32 -4.4 -3.5

1460 ML_17 1798 Circular 1.5 0.013 937.14 936.66 177 0.27 12.5 9.1

1461 1798 ML_16 Circular 1.75 0.013 936.66 936.52 24 0.58 12.5 9.1

1462 ML_25 ML_32 Circular 1.5 0.024 908.36 906.80 20 7.80 16.5 8.5

1464 ML_24 ML_1 Circular 1.5 0.024 907.80 906.80 20 5.00 19.7 9.3

1470 NMN_61 1812 Circular 3.5 0.024 881.05 877.63 162 2.11 110.2 35.6

1474 1817 HL_38 Circular 1 0.013 909.66 909.26 42 0.95 3.8 3.8

1476 HL_34 1818 Circular 1 0.013 911.43 910.82 70 0.87 3.8 4.2

153p 269 270 Circular 1 0.013 875.47 873.61 19 9.79 3.5 0.0

1570 HL_30 1950 Circular 0.83 0.01 916.82 912.85 110 3.61 3.0 2.2

1571 HL_37 HL_28 Circular 2 0.013 906.00 905.93 18 0.39 25.8 11.8

165p MD_30 298 Circular 1 0.013 939.00 937.32 300 0.56 3.5 3.0

167p MD_43 285 Circular 2 0.013 936.49 936.02 170 0.28 24.3 16.4

169p 286 287 Circular 1.75 0.013 935.75 931.56 125.5 3.34 27.4 16.4

1715 NMN_17 2156 Circular 2 0.013 859.35 859.20 15 1.00 18.3 8.7

1717 264 2158 Circular 5 0.013 862.20 862.20 100 0.00 172.1 118.2

1720 134 HL_28 Circular 1.25 0.013 907.82 899.50 94 8.85 16.8 14.5

1722 NMN_26 2164 Circular 1.25 0.013 862.82 862.58 23 1.04 11.2 13.0

1725 NMN_57 2168 Circular 1.5 0.013 859.72 856.10 21 17.24 20.4 15.1

172p 289 MD_44 Circular 1.25 0.013 912.50 910.73 18 9.83 4.0 3.4

P:\Mpls\23 MN\27\23271072 Edina Water Resources Mgmt Plan Update\WorkFiles\QAQC Model for Pond\NineMILe_SWMM_hydraulic_output_2006UPDATE_final_NWL_verification.xls   NMN_ConduitResults UPDATE

D R A F T



5

Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
Conduit 

Dimensions*  (ft)

Roughness 

Coefficient

Upstream Invert 

Elevation                    

(ft)

Downstream Invert 

Elevation                    

(ft)

Conduit Length            

(ft)
Slope

100Y Peak Flow through 

Conduit                      

(cfs)

10Y Peak Flow through 

Conduit                      

(cfs)

174p MD_22 292 Circular 1.25 0.013 910.45 909.80 325 0.20 7.3 6.5

175p 292 293 Circular 1.5 0.013 909.68 909.14 280 0.19 7.3 6.5

178p 295 296 Circular 2 0.013 908.33 908.07 131 0.20 7.3 6.5

1830 1098 MD_25 Circular 2.25 0.013 905.17 903.50 56 2.98 44.1 27.2

1940 HI_12 2174 Circular 1.25 0.013 897.22 896.73 126.5 0.39 7.2 10.7

1941 1168 2174 Circular 1 0.013 886.97 885.26 605 0.28 -4.4 -5.5

1953 2411 HL_42 Circular 2 0.013 920.82 918.96 57.5 3.24 6.3 5.5

1955 HL_27 2412 Circular 1 0.013 921.65 921.93 286 -0.10 3.7 4.0

1957 2416 ML_12 Circular 1.25 0.013 933.57 933.01 318.5 0.18 -2.6 1.3

1958 2417 2416 Circular 1 0.013 929.98 929.39 102 0.58 -2.6 1.6

1959 ML_29 2417 Circular 1 0.013 933.02 929.98 120 2.53 -2.6 2.4

2031 2516 HL_11 Circular 2.5 0.013 886.26 885.25 168 0.60 -23.3 -2.4

2035 2515 1141 Circular 2 0.013 926.75 926.90 220 -0.07 -25.7 15.7

2036 HL_48 126 Circular 1.5 0.013 925.32 906.26 255 7.47 26.7 20.0

2037 HL_40 HL_32 Circular 1.25 0.013 899.89 899.78 35 0.31 8.0 -7.9

2038 2512 HL_37 Circular 1.25 0.013 921.16 908.11 251 5.20 0.0 0.0

2039 HL_7 HL_41 Circular 1.25 0.013 929.01 916.56 425 2.93 11.9 9.2

2040 1743 HL_41 Circular 1 0.013 918.42 917.59 42 1.98 -2.6 -2.2

2042 HL_45 2508 Circular 2 0.013 901.35 888.86 47 26.58 69.5 60.9

2043 2506 2505 Circular 1.25 0.013 903.66 893.74 200 4.96 4.1 0.9

2044 2507 2506 Circular 1.25 0.013 920.40 903.66 454 3.69 4.1 1.0

2051 MD_47 264 Circular 3 0.013 867.86 862.20 51.8 10.93 172.1 117.2

2052 2504 MD_47 Circular 2.25 0.013 884.59 880.27 112 3.86 4.1 0.9

2053 2505 2504 Circular 2.25 0.013 890.06 884.59 133 4.11 4.1 0.9

2055 HL_49 2517 Circular 1 0.013 891.00 887.20 123 3.09 4.4 1.7

2056 ML_21 2520 Circular 1.5 0.013 933.26 931.90 87 1.56 21.7 21.4

2057 2520 ML_19 Circular 2 0.024 931.90 931.11 50 1.58 21.7 21.4

2058 175 HL_46 Circular 2 0.013 895.50 888.41 61 11.62 22.8 12.7

2059 HL_46 HL_1 Circular 2 0.013 883.06 882.92 12 1.17 56.4 24.2

2060 2522 2521 Circular 1.25 0.013 943.13 942.85 28 1.00 10.1 4.6

2061 NMN_68 2522 Circular 1 0.013 949.50 943.13 85 7.49 3.9 3.0

2063 HI_5 HI_2 Circular 2 0.013 888.30 887.97 25 1.32 11.5 9.6

2064 NMN_84 2527 Circular 1.5 0.013 917.60 917.30 15 2.00 4.9 2.5

2065 2527 2528 Circular 1.5 0.013 919.10 918.35 15 5.00 4.9 2.5

2066 NMN_48 NMN_49 Circular 0.5 0.013 872.00 872.00 242 0.00 -0.3 -0.4

2067 2531 HL_4 Circular 1.25 0.013 896.32 892.03 67 6.40 10.9 6.1

2068 2532 2531 Circular 1.25 0.013 905.55 896.32 278 3.32 12.7 6.5

2069 HL_5 2532 Circular 1.25 0.013 909.98 905.55 295.4 1.50 11.3 5.3

2070 210 212 Circular 1 0.013 872.78 872.31 12 3.92 5.7 -5.4

2074 2538 2539 Circular 1 0.013 925.22 910.13 95 15.88 9.2 0.0

2075 2541 ML_2 Circular 1 0.013 921.46 910.55 80 13.64 8.5 7.9

2077 MD_36 MD_3 Circular 3 0.024 857.03 853.29 125 2.99 57.7 19.0

2078 2549 ML_13 Circular 2 0.013 923.40 923.10 145.1 0.21 12.4 7.4

2079 2550 2549 Circular 1.5 0.013 927.73 923.80 44.5 8.83 12.4 6.8

2081 2552 NMN_78 Circular 1.5 0.013 968.20 963.03 105 4.92 2.3 1.1

2082 2553 2552 Circular 1 0.013 973.10 968.20 177.4 2.76 1.1 1.1

42 145 HL_4 Circular 2.5 0.013 894.75 892.05 28 9.64 41.3 44.9

50 HL_8 HL_16 Circular 1 0.013 901.46 901.90 36 -1.22 -8.5 -8.0

51 HL_20 157 Circular 1.25 0.013 897.50 892.75 246.2 1.93 9.9 8.9

52 157 HL_4 Circular 1.5 0.013 892.31 891.83 80 0.60 13.1 9.0

58 HL_23 HL_18 Circular 1 0.013 904.41 899.85 260 1.75 6.7 6.2

59 HL_19 HL_18 Circular 1 0.013 908.75 899.00 205 4.76 6.5 3.5
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61_p HL_18 2969 Circular 1.75 0.013 899.00 898.12 73 1.21 19.5 14.2

66 HL_2 HL_1 Circular 1 0.013 893.80 884.10 170 5.71 10.0 10.1

70 174 175 Circular 1.5 0.013 899.85 895.50 187 2.33 22.0 12.8

75 2162 HL_45 Circular 2 0.013 911.29 901.35 339 2.93 41.0 35.3

92 MD_42 197 Circular 1.25 0.013 872.50 865.82 71 9.41 31.8 21.3

93 197 198 Circular 1.25 0.013 865.82 861.50 98 4.41 13.6 13.5

94 198 MD_41 Circular 1.5 0.013 861.50 860.38 108 1.04 8.4 8.3

96 298 MD_43 Circular 2 0.013 937.32 936.49 28 2.96 -9.9 8.0

98 202 203 Circular 1.5 0.013 859.32 859.17 34 0.44 9.7 9.4

99 203 204 Circular 2 0.013 859.17 857.70 329 0.45 20.8 20.6

100 204 MD_9 Arch 22x38 0.024 857.70 857.20 48 1.04 31.3 20.6

111 215 MD_16 Circular 1.5 0.013 869.61 861.71 300 2.63 10.6 10.2

112 MD_16 203 Circular 1.5 0.013 861.71 859.17 380 0.67 16.2 17.2

116 MD_10 MD_11 Circular 1.5 0.024 856.55 856.54 32 0.03 20.3 19.6

1164p NMN_69 1475 Circular 1.5 0.013 946.00 945.06 165 0.57 9.0 11.9

1167p 1477 1478 Circular 2 0.013 944.07 942.67 350 0.40 14.6 18.7

1168p 1478 NMN_72 Circular 2 0.013 942.67 942.04 112 0.56 14.6 14.8

119_p MD_38 228 Circular 1.5 0.01 863.41 862.91 100 0.50 12.0 4.2

120_p 228 229 Circular 1.5 0.01 862.91 858.80 60 6.85 12.0 4.2

131 246 247 Circular 1.5 0.01 932.26 931.20 517 0.21 9.6 8.3

144 MD_20 260 Circular 3 0.013 897.16 886.27 182 5.98 125.2 90.7

1449p NMN_45 1774 Circular 1 0.024 877.34 868.56 62 14.16 7.0 7.2

1451p NMN_49 1778 Circular 0.5 0.01 872.00 869.50 76 3.29 0.9 1.7

146 261 262 Circular 3 0.013 886.05 880.50 138 4.02 131.2 91.2

147 262 MD_19 Circular 3 0.013 880.50 877.43 60 5.12 132.0 91.6

1475p 1818 1817 Circular 1 0.013 910.82 909.66 216 0.54 3.8 3.8

1478p HL_32 HL_28 Circular 3 0.013 899.78 898.55 126 0.98 56.6 30.3

148 MD_19 MD_47 Circular 3 0.013 877.43 867.86 122.5 7.81 150.3 103.2

152_p 268 269 Circular 1.5 0.013 885.25 876.37 93 9.55 2.4 0.0

170 287 MD_26 Circular 1 0.013 931.56 930.92 28 2.29 13.3 13.2

2150p NMN_59 2701 Circular 2 0.013 897.89 896.80 108 1.01 30.8 38.8

2151p NMN_32 2699 Circular 2 0.013 902.35 901.61 11 6.73 23.8 32.6

2152p 2701 2702 Circular 2 0.013 897.89 895.92 93.4 2.11 31.3 36.7

2153p 2699 NMN_59 Circular 2 0.013 901.61 897.89 113 3.29 23.8 32.6

2160p 2719 ML_1 Circular 1.25 0.01 902.76 902.60 36 0.44 4.4 -2.9

2161p 2718 2719 Circular 1.25 0.01 915.14 913.51 333 0.49 4.4 1.2

2162p ML_38 ML_40 Circular 1 0.01 916.10 916.10 178 0.00 1.6 1.0

2163p ML_40 2718 Circular 1 0.01 916.10 915.14 193 0.50 4.4 1.2

2164p HI_17 2706 Circular 1.5 0.01 901.00 896.00 350 1.43 9.7 3.9

2165p 2706 HI_5 Circular 1 0.01 896.00 889.00 249 2.81 8.9 8.5

2166p HI_18 2709 Circular 1.75 0.01 899.60 896.82 216 1.29 4.3 3.6

2167p 2709 2710 Circular 2 0.01 896.82 896.10 169 0.43 3.9 3.5

2168p HI_18 2712 Circular 1.75 0.01 899.60 896.82 216 1.29 4.3 3.7

2169p 2712 2706 Circular 2 0.01 896.82 896.00 169 0.49 4.2 3.7

2170p 2710 2706 Circular 2 0.01 896.10 896.00 20 0.50 3.6 3.8

2171p HI_19 HI_17 Circular 1.5 0.01 910.00 901.00 487 1.85 18.3 7.7

2172p HI_22 HI_6 Circular 1 0.024 901.00 900.00 225 0.44 1.7 1.1

2173p HI_3 2726 Circular 1.5 0.024 899.60 899.50 100 0.10 6.5 3.4

2174p HI_21 HI_18 Circular 1.5 0.024 899.30 899.30 100 0.00 3.8 -1.0

3245p HL_43 HL_40 Circular 1.5 0.013 908.00 900.00 173 4.62 19.3 15.1

422 585 MD_35 Circular 1 0.013 932.32 929.34 81 3.68 3.7 3.8

423 MD_35 587 Circular 1 0.013 929.34 928.25 163 0.67 4.8 5.2
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
Conduit 

Dimensions*  (ft)

Roughness 

Coefficient

Upstream Invert 

Elevation                    

(ft)

Downstream Invert 

Elevation                    

(ft)

Conduit Length            

(ft)
Slope

100Y Peak Flow through 

Conduit                      

(cfs)

10Y Peak Flow through 

Conduit                      

(cfs)

424 587 MD_34 Circular 1 0.013 928.25 925.34 31 9.39 6.1 4.8

428 591 592 Circular 1 0.013 913.80 913.50 73 0.41 4.8 5.5

442 609 NMN_36 Circular 2.5 0.013 866.20 865.36 62 1.36 50.5 44.9

443 NMN_36 611 Circular 2.75 0.013 865.36 863.41 129 1.51 60.6 60.2

444 611 NMN_35 Circular 2.75 0.013 863.41 862.15 151.5 0.83 64.6 64.2

449 NMN_38 609 Circular 2.5 0.013 870.81 866.20 259 1.78 52.6 47.1

457 631 NMN_58 Circular 1.25 0.013 885.00 884.10 26 3.46 10.4 9.7

463 NMN_20 639 Circular 1 0.013 879.24 877.84 70 2.00 9.2 6.5

467 NMN_33 NMN_31 Circular 1.5 0.013 876.02 872.12 130 3.00 19.4 17.3

474 652 651 Circular 2.5 0.024 869.96 869.48 150 0.32 22.4 9.1

477 655 654 Circular 2 0.024 870.67 870.38 15 1.93 19.2 4.9

478 656 655 Circular 2 0.024 872.51 870.67 65 2.83 20.2 4.9

886 1121 1122 Circular 1.75 0.013 908.90 907.35 65 2.39 19.0 17.3

887 ML_10 1124 Circular 1.25 0.013 923.03 915.63 134.9 5.49 18.0 14.2

888 1124 1122 Circular 1.25 0.013 915.63 908.34 185 3.94 12.0 12.0

889 1122 ML_1 Circular 1.75 0.024 907.35 903.66 120 3.08 22.5 22.7

898 ML_20 2540 Circular 1 0.013 929.69 926.27 155 2.21 7.4 7.2

902_p ML_30 1144 Circular 1.5 0.013 926.20 911.98 323 4.40 29.7 24.4

908 1154 HI_1 Circular 1 0.013 887.17 886.65 98 0.53 5.7 5.8

915 HI_4 HI_1 Circular 1.5 0.013 887.50 886.65 132 0.64 13.8 15.5

916 HI_1 1168 Circular 1 0.01 888.35 886.97 500 0.28 -4.4 -4.7

1090 HL_36 124 Circular 1.75 0.013 918.46 908.66 64 15.31 51.2 25.3

1091 124 1386 Circular 1.75 0.013 908.66 907.59 35 3.06 26.4 24.4

1092 1386 1387 Circular 1.75 0.013 907.59 907.15 105 0.42 15.8 13.9

1148 NMN_47 1451 Circular 1.25 0.024 875.21 874.05 145 0.80 6.0 5.7

1150 1454 1455 Circular 2 0.013 922.96 921.40 20 7.80 15.5 12.3

1162 NMN_71 NMN_69 Circular 1 0.013 956.80 946.00 102 10.59 10.8 10.9

1170 1480 1481 Circular 2.25 0.013 939.55 939.17 90 0.42 37.0 26.2

1171 1481 1482 Circular 2 0.013 939.17 932.41 532 1.27 25.4 25.7

1172 1482 NMN_66 Circular 2.25 0.013 932.41 931.36 83 1.27 30.3 25.3

1173 NMN_66 1484 Circular 2.25 0.013 931.36 930.79 46 1.24 29.1 26.6

1174 1484 1485 Circular 2.25 0.013 930.79 930.16 50 1.26 27.6 21.3

1285 HI_10 HI_1 Circular 1.25 0.01 889.96 888.50 163 0.90 9.8 9.5

128p MD_28 MD_48 Circular 1 0.01 934.65 935.00 30.6 -1.14 -7.7 -7.5

134p MD_45 250 Circular 3 0.013 916.34 914.64 160.4 1.06 62.5 46.7

137p 252 MD_27 Circular 3 0.013 910.89 905.86 249.7 2.01 82.4 52.7

1430_p MD_17 1745 Arch 18"eq 0.013 858.00 857.00 60 1.67 10.2 11.5

1434 1750 NMN_15 Circular 2 0.013 859.80 859.14 66 1.00 20.5 23.3

1435 1752 1750 Circular 1.5 0.013 860.32 859.80 102 0.51 13.8 16.7

1436 NMN_14 1752 Circular 1.5 0.013 862.94 860.32 350 0.75 11.1 11.9

1452_p NMN_54 NMN_27 Circular 2 0.013 898.50 892.00 162 4.01 14.2 12.7

1458 1797 1795 Circular 1.5 0.013 937.24 937.24 4 0.00 1.1 3.0

145p 260 261 Circular 3 0.013 886.27 886.05 68 0.32 127.2 90.8

1463 ML_25 ML_24 Circular 1.5 0.024 908.36 907.80 33 1.70 10.7 3.3

1472 HI_15 1815 Circular 1.25 0.013 902.68 885.69 59 28.80 29.8 22.3

1473 1815 HI_13 Circular 1.5 0.013 885.49 885.33 16 1.00 28.1 17.1

154p 270 MD_18 Circular 1 0.013 873.39 873.33 42 0.14 3.9 -0.3

1721 178 2162 Circular 2 0.013 915.81 911.29 363 1.25 35.3 31.1

1723 ML_18 ML_32 Circular 1 0.024 908.99 906.80 15 14.60 8.3 7.0

1726 NMN_3 NMN_57 Circular 1.5 0.013 860.79 859.72 36 2.97 7.5 6.5

1727 MD_41 MD_15 Circular 1.75 0.013 860.38 860.00 93 0.41 19.9 22.0

1821_p 2274 137 Circular 1 0.013 904.44 905.81 139 -0.99 -2.1 0.0
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
Conduit 

Dimensions*  (ft)

Roughness 

Coefficient

Upstream Invert 

Elevation                    

(ft)

Downstream Invert 

Elevation                    

(ft)

Conduit Length            

(ft)
Slope

100Y Peak Flow through 

Conduit                      

(cfs)

10Y Peak Flow through 

Conduit                      

(cfs)

1822_p HL_28 2274 Circular 1 0.013 898.20 898.20 65 0.00 -2.1 0.1

1831 2290 MD_25 Circular 1.5 0.024 911.32 910.00 18 7.33 16.9 0.0

1832 250 2292 Circular 3 0.013 914.64 912.56 264 0.79 64.2 46.8

1833 2292 252 Circular 3 0.013 911.50 911.13 63 0.59 78.0 51.8

1935 HI_8 HI_4 Circular 2 0.013 897.67 888.68 372.5 2.41 31.7 31.7

1936 2394 HI_8 Circular 1.25 0.013 898.91 897.67 60 2.07 15.9 13.4

1937 2395 2394 Circular 1 0.013 903.48 898.91 128.5 3.56 8.9 9.0

1938 2396 2395 Circular 1 0.013 906.42 903.48 142 2.07 7.1 7.2

1939 HI_7 2396 Circular 1 0.013 908.31 906.42 77 2.45 6.2 6.3

1942 HI_16 HI_12 Circular 1.25 0.013 902.57 897.22 408.5 1.31 5.5 5.5

1943 HI_9 HI_16 Circular 1 0.013 903.20 900.88 387.5 0.60 3.7 2.6

1954 2412 2411 Circular 1 0.013 921.93 920.82 67 1.66 5.5 5.1

1960 MD_18 MD_46 Circular 1.25 0.013 873.33 865.17 395 2.07 8.1 5.5

1961 MD_12 MD_10 Circular 1.25 0.013 858.70 856.55 200 1.08 9.3 9.2

2019 HL_6 HL_12 Circular 1 0.013 906.00 905.24 30 2.53 9.6 7.9

2034 HL_42 178 Circular 2 0.013 919.04 915.81 325 0.99 31.4 29.1

2041 HL_41 2509 Circular 1.25 0.013 914.51 905.83 323 2.69 14.0 12.7

2045 2508 HL_1 Circular 2 0.013 883.10 880.00 21 14.76 60.1 58.6

2050 2509 174 Circular 1.5 0.013 905.53 901.53 129 3.10 19.1 12.7

2054 2517 2516 Circular 1.25 0.013 887.20 886.26 20 4.70 4.4 1.7

2062 2521 1481 Circular 1.25 0.013 942.85 939.17 22 16.73 5.8 -4.9

2071 2534 NMN_56 Circular 1 0.013 860.89 860.28 40 1.53 7.6 -0.8

2073 2538 HL_31 Circular 1 0.013 925.22 923.25 20 9.85 -8.9 0.0

2080 2551 2550 Circular 1.5 0.024 929.19 928.78 40 1.03 11.8 6.8

2083 ML_35 ML_19 Circular 1 0.024 930.94 929.62 164 0.81 4.1 4.5

3150_p HL_26 2824 Circular 1 0.015 889.46 889.02 60 0.73 6.2 6.9

3151_p 2822 HL_1 Circular 1 0.013 883.48 882.85 107 0.59 6.1 6.9

3152_p 2824 2822 Circular 1 0.015 889.02 883.48 99.5 5.57 6.2 6.9

3171_p 2851 NMN_73 Circular 3 0.013 874.50 873.37 74 1.53 46.3 42.2

3172_p 2850 2851 Circular 2.5 0.013 874.83 874.50 82 0.40 35.7 42.2

3173_p 2849 2850 Circular 2.25 0.013 875.08 874.83 84 0.30 35.6 42.3

3176_p NMN_64 2847 Circular 2.25 0.013 876.28 875.09 151 0.79 46.4 45.6

3177_p 2857 2856 Circular 1 0.013 904.00 902.88 35.4 3.16 6.9 2.4

3178_p NMN_67 NMN_62 Circular 1.25 0.024 889.01 886.91 155 1.36 7.4 7.7

3179_p 2854 2853 Circular 1.25 0.013 894.60 889.81 160 2.99 6.9 2.8

3180_p 2856 2855 Circular 1 0.013 902.88 896.59 185 3.40 6.9 2.4

3181_p 2853 NMN_67 Circular 1.25 0.013 889.81 889.01 32 2.50 -10.1 -10.7

3182_p 2855 2854 Circular 1 0.013 896.59 894.60 32.5 6.12 6.9 2.9

3246_p 2908 NMN_14 Circular 1.25 0.013 864.20 862.94 21 6.00 -4.3 7.0

3264_p 2915 2916 Circular 1.75 0.013 886.00 885.00 250 0.40 14.2 16.0

3265_p HL_17 2915 Circular 1.75 0.013 896.43 886.00 247 4.22 26.1 17.8

3266_p 1607 HL_17 Circular 1 0.013 899.29 900.02 130 -0.56 0.0 0.0

3267_p ML_2 ML_32 Circular 3 0.013 910.00 910.00 40 0.00 13.6 0.0

3286_p ML_31 ML_1 Circular 1 0.01 907.30 904.60 265 1.02 5.0 3.9

3294_p MD_1 2961 Circular 1.5 0.024 849.00 849.00 70 0.00 5.8 5.7

3296_p MD_2 MD_1 Circular 1 0.024 854.00 854.00 120 0.00 1.9 0.1

3297_p 2956 MD_11 Arch 36x58 0.024 850.00 849.00 80 1.25 82.5 23.5

3298_p MD_50 EdCrk7 Circular 1.5 0.024 849.00 849.00 160 0.00 6.4 1.6

3302_p 2969 166 Circular 1.75 0.013 898.12 897.00 93 1.20 19.5 14.2

3303_p ML_19 2515 Circular 2 0.013 929.70 926.75 110 2.68 -25.7 15.7

65_p HL_4 2916 Circular 2.5 0.013 891.50 885.00 310 2.10 65.3 66.9

121_p 229 230 Circular 1.5 0.01 858.80 858.60 40 0.50 12.0 4.2
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Table 5.4

Conduit Modeling Results for Subwatersheds in the Nine Mile Creek- North Drainage Basin (Revised 12/2006).

Conduit ID Upstream Node Downstream Node Conduit Shape
Conduit 

Dimensions*  (ft)

Roughness 

Coefficient

Upstream Invert 

Elevation                    

(ft)

Downstream Invert 

Elevation                    

(ft)

Conduit Length            

(ft)
Slope

100Y Peak Flow through 

Conduit                      

(cfs)

10Y Peak Flow through 

Conduit                      

(cfs)

1455p 1785 ML_18 Circular 1 0.013 911.23 910.99 24 1.00 -0.9 -3.1

1468p NMN_62 1810 Circular 3.5 0.024 885.19 881.37 150 2.55 73.4 21.5

1469p 1810 NMN_61 Circular 3.5 0.024 881.37 881.05 41 0.78 89.3 21.5

1477p 129 HL_32 Circular 2 0.013 899.67 899.78 15 -0.73 24.2 21.6

1429_p MD_9 MD_3 Arch 22x38 0.024 857.20 857.03 17 1.00 48.5 28.9

1431_p MD_14 1745 Circular 1.5 0.013 856.45 856.45 32 0.00 10.3 19.2

3174_p 2848 2849 Circular 2.25 0.013 874.53 875.08 49 -1.12 30.7 42.3

3175_p 2847 2848 Circular 2.25 0.013 875.09 874.53 23 2.44 26.0 38.4

3263_p 2916 HL_1 Circular 3 0.013 885.00 882.40 30 8.67 77.3 82.3
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Figure 5.4

NINE MILE CREEK NORTH
WATER QUALITY 

MODELING RESULTS
Comprehensive Water Resource

Management Plan
City of Edina, Minnesota

400 0 400
Meters

Imagery Source: Aerials Express, 2008

25 - 40% (Moderate Removal)

40 - 60% (Good Removal)

60 - 100% (Excellent Removal)

25 - 40% (Moderate Removal)

40 - 60% (Good Removal)

60 - 100% (Excellent Removal)

Percent TP Removal in Water Body*
This number represents the percent of the total annual mass
of phosphorus entering the water body that is removed.

Cumulative TP Removal in Watershed*
This number represents the percent of the total annual mass
of phosphorus entering the watershed and upstream watersheds
that is removed in the pond and all upstream ponds.

Area Draining Directly to the North
Fork of Nine Mile Creek
Flow Direction

*Data based on results of P8 modeling.

0 - 25% (Poor/No Removal)

0 - 25% (Poor/No Removal)
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